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1 Square up the loose sheets and
position them in the spine of Soft
or Hard Cover pre-folded, ready
to use cover.

2 Place the cover in the Pro-Bind
2000 machine as shown. You
can bind up to 10 documents at
one time.

3 Push the button to begin the Pro-Bind
2000 binding process. When the
audible tone sounds, 30 seconds later,
that’s it! Your document is perfect-
bound.

Pro-Bind 2000 Perfect Binding is as easy as...

1 Place Hard Cover into
Crimper to crease spine
and complete the binding
process.

2 In just minutes, you have
a perfect bound hard cover
book.

Use only as a guide.

The number of pages
will vary with the
thickness of text
sheets being bound.

For best fit,
use guage below.

This chart is
approximately based
on 20 lb. copy paper.

For More Information, please contact:

Pro-Bind 2000
• All Metal Construction • No Warm Up Required
• Auto Shut Off • One Button Operation
• Weighs approx. 10 lbs • 1/16'' to 2'' Binding Capacity
• 14.75'' Binding Length
• Binds Multiple Documents At One Time
• Circuit Board Mounted on frame away from heating unit
• Cycle Time 30 seconds Soft Cover & 60 seconds for Hard Cover
• 15 Degree Angle on Heating Plate - Allows for less spreading of sheets in binding process
• Factory Set Heat - Fully electronically programmable for changes in paper material or content substraights - 300 to 350 degrees
• One year Warranty

Pro-Bind Hard Cover Crimper
• All Metal Construction
• Weighs Approx. 5 lbs
• Easy One Hand Operation
• No Warm Up or Electrical Power Required


