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DESCRIPTION
Your graphics are sure to make an impact with our 
polypropylene banner, GFPOLY. Featuring a glossy surface, 
GFPOLY is a cost effective solution for printing short-term, 
high resolution graphics such as banners, P.O.P. displays, 
roll-up displays, and posters.

PHYSICAL CHARACTERISTICS
Thickness 8 mil
Basis Weight 155 g/m2
Whiteness 87
Brightness 90
Gloss (60º) 75
*All values are targets

FEATURES AND BENEFITS
 - Premium PP base film
 - Award winning Magic “Gloss” coating
 - Excellent color gamut and black density
 - High gloss finish
 - Tear resistant
 - Water resistant
 - Bright white

COMMON APPLICATIONS
 - Rollup banners
 - Hanging banners
 - General posters
 - General signage
 - Retail advertising

PROCESSING TIPS
- Preferred side out 

FINISHING & PRINTING 
 - Suggested heater settings for solvent / eco solvent: 
 - pre-heat 50˚C
 - print/post heat 45˚C
 - Using the take up reel is not recommended

- Visit www.magicinkjet.com for media profiles

SHELF LIFE
2 years from ship date

STORAGE CONDITIONS
Temperature 50-85° F (10-30° C)
Relative Humidity 30-65%

OPTIMAL PRINTING ENVIRONMENT
Temperature 50-85° F (10-30° C)
Relative Humidity 30-65%
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PRINTER COMPATIBILITY


